
Controlers for cab mounted multi-camera systems
DGPS4U M4VC & M2VC SWITCH BOXES

NEW! 
M2VC SWITCH BOX
2 CAMERA VERSION
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*Product details may be subject to change - please confirm exact specification with order.

The DGPS4U Switch Boxes allow the driver to
select a specific camera (up to a maximum of 4
inputs) and display the view on the standard
manufacturers or an ancillary cab monitor screen.
Power light to confirms the unit is active.

Easy to install and provided with a strong velcro
and adhesive pad the until can be mounted on the
dash, window or pillar so you can easily switch to the
camera of choice.

The M4VC and M2VC Switch Boxes can both have
1 of the camera in ports dedicated to a wireless
camera option - please contact us for more details.

A vehicle specific monitor cable plug is provided
for use with on-board tractor monitors that are enabled
with camera input, including models of - Massey
Ferguson, Fendt, New Holland, John Deere and others.

For vehicles without an on-board monitor system
installed, DGPS4U can offer complete single or
multiple camera to monitor systems. 

Both DGPS4U Switch Boxes can be provided as part of
the Cab Camera Connection Packs - please see overleaf.

� Select a specific camera from 
a choice of wired or wireless 
feeds (max 1 per unit).

� Instant viewing with no waiting 
for connection.

� No swapping of cables 
required.

� Ideal for use with seed drills, 
fertiliser tanks, spray nozzles, 
baling machines, mowers and 
other view critical applications.
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MVC SWITCH BOX
4 camera in to 1 monitor out feed (brand and
model required with order).

SWITCH BOX LINK CABLE (3.2m)
Connects the Switch Box to a fixed mounting on
the outside of the vehicle.

MACHINE LINK SUSIE CABLE 
Coiled susie cable to link the outside mounting
on the vehicle to the mounting on the implement.
With a maximum expanded length of 4.0 meters
this allows for articulation and easy connecting /
disconnecting of the implement, trailer or
machine that has the cameras.

CAMERA LINK CABLE (1.2m)
Connects fixed mounting on the implement to
four wired camera cables maximum.

COLOUR EXTERNAL CAMERAS
A colour camera with infrared night vision is
included with the kit - comes supplied with an
integrated cable (5, 10, 15 or 20m please specify
when ordering). For extra wired or wireless
cameras up to a total of 4 per system please
enquire.
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 DGPS4U M4VC Cab 
Camera Connection Pack

CAB CONNECTION PACK INCLUDES
The standard connection kit links from the existing monitor
through to the cameras and includes:

1x DGPS4U M4VC Switch Box with 4 connection ports, 

1x Switch Box link cable (3.2m) for up to 4 cameras -
includes isolating cover flap for when not in use,

1x Implement link susie coiled cable,

1x Camera link cable (1.2m) for up to 4 cameras - 
includes isolating cover flap for when not in use,

1x Camera with choice of cable length 5, 10, 15, 20m -
please specify with order.

OPTIONS
DGPS4U Cameras - Including colour with infrared.

Internal dedicated cab monitors - please enquire.

Wireless camera option 
(1 per Switch Box maximum).

Please note: Illustrated (above) and Connection Pack specification is for the M4VC (4 camera
system) - please contact us for the M2VC cab specific cables.


