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DGPS4U V SMART ANTENNA 2

Multi-constellation smart antenna for agriculture

The V Smart Antenna 2 is a compact and durable unit
with an IP67 rating and easy mounting options.
Consisting of a single-frequency multi-system board
which supports fast convergence and stable output,
as well as a high precision GNSS antenna for reliable
submeter-level positioning accuracy.

With Harxon patented SLIDE™ smooth positioning technology to
provide smoother steering and straighter rows, the unit will still provide
a stable positioning output in poor satellite signal tracking areas and
during short-term signal interruptions.

The units terrain compensation algorithm is capable of correcting
deviations caused by vehicle roll and pitch during work on slopes or
uneven ground. With the accuracy of the terrain compensation system,
this gives reduced operational costs and increased ROI.

Equipped with two RS-232 serial ports and Bluetooth wireless for
flexible connections. The simple installation of the V Smart Antenna 2
is done via a configuration app on a smart phone or tablet.

An IP67 rated housing ensures reliable performance in harsh
environments even when exposed to dust, rain, splash or sunlight. A
choice of three fixing options gives easy vehicle installation on various
off-road vehicles in agriculture and construction:

3*M5 screws mount, magnetic mount and BSW5/8”-11 screw mount.
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Product details may be subject to change - please confirm exact specification with order.

High precision GNSS module
and antenna

SLIDE™ smooth positioning
technology for stable
positioning output

Terrain compensation algorithm
maximums positioning accuracy

Wireless Bluetooth technology
for easy connectivity

Rugged housing, flexible
installation options, IP67
rating waterproof.
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Technical Specifications

Signal Received Temperature
GPS L1 C/A Operating -40°C to +70°C
GLONASS L10F Storage -40°C to +75C
giEILEO c 5/1(:' Humidity 95% non-condensing
1 -
Q7SS L1 C/A/S Vibration GJB150.16-2009
SBAS L1 C/A Compliance CE, FCC, REACH, RoHS
Horizontal Position Accuracy(RMS) Ingress Protection Rating IP67
Single point 1.5m CEP Communication Ports
PASS TO PASS 0.45m 2x RS-232
Output Frequency 10Hz 1x Bluetooth
Time to First Fix Standard Features
Cold Start <50s 10Hz data rates
. . ’ . Field upgradable software
D 152mm diameter x 57.7mm height +1.0
|n-1en5|ons MM Clameterx ST S Differential correction support for RTCM3.3
Weight <5009 Navigation output support NMEA0183
Connector M12 8PIN Connector SLIDE™ Smoothing algorithms
Mounting ACCESSORIES
3"M5 Screws Mount Data Cable*1pc (Alternative)

Magnetic Mount

BSWS5/8"-11 Screw Mount S/N | Pin Name | Pin Direction | Pin Usage
Power 1 VCC Positive Power Supply
Input Voltage Range +9VDC to +36VDC e S Fowe Grovnd
Power Consumption 2.5W (Typical) 4 |ROi Input

G
Status LEDs Z TXN;Z output
Power 7 | RxD2 Input
RTK status § |C\D
Linework

Undeclared Tolerance:+0.3mm

Diameter 152mm +1.0mm

Diameter 59.7mm

3-M5 Depth 8.0mm

BSW5/8”-11

Height 57.7mm +1.0mm

Height 22.5mm :; \\]@@\' } [ﬁ v

LED Connector Cable
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