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A flexible quad-camera video solution with the
ability to record from DGPS 4U. The 9” TFT
panel monitor has a superb range of features!

Complete System:

� 9 inch Quad Monitor with DVR 

� 4 x Sharp CCD camera 

� 15 meter cable

RC-502 Car Rear View Camera

� Super Wide Angle

� Waterproof and weather resistant

housing for outdoor use

� Infrared LED light: 18 pcs blue IR

� Excellent night vision

� Mirror/normal image according to

your requirement  

N
E

W
 F

O
R

 2
0
1
3

Technical Specifications

MVC-9-4-REC

� TFT Panel: 680 x 234, RGB resolution, 16:9 display
� System Resource: 4 Channel rear time recording
� Video Format: PAL, NTSC
� Video Compression: H.264
� Audio Compression: ADPCM
� Video Input: 4 Channel with 4 pin connector
� Video Output: 1 Channel with RCA connector
� Audio Input: 4 Channel with 4 pin connector
� Audio Output: 1 Channel with 4 pin connector
� Display: Single, Quad Pictures
� Recording Speed: PAL:25FPS (adjustable), NTSC:30FPS (adjustable)
� Recording By: Manual, Timer, Alarm (Option)
� Searching By: Time, Channel, Event
� Back Up: Through USB
� Video Save: SD card, U Disc
� Playback: 1 channel, 4 channels
� Alarm Input: 4 triggers (Optional)
� Save Interface: 4 USB and 1 SD
� Ignition Signal: 1
� Power Supply: DC 8V-32V
� Working Temperate: -10ºC~+65ºC
� Storage Temperate: -30ºC to +80ºC RH90%
� Dimensions: 138mm wide x 120mm high x 40mm deep

9 Inch (230mm)
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