


Technical Specifications

-

NAVA Pro F78 & NAVA Pro F70

Physical & Performance:

Unit dimensions, WxHXxD:

6.2x17.2x3.6Ccm

Display resolution, WxH:

240x320 pixels, QVGA

Display size, WxH:

2.8"

Display type: Transflective TFT, 65K colors 9 v
Weight: 197g (with Lithium battery) v v
Battery: 2xAA; Lithium Battery v v
Battery life: 2xAA (up to 15 hours), Li-ion (up to 20 hours) v v
Waterproof: IPX7 v v

High-sensitivity receiver:

Yes (72 parallel channels)

Interface: USB and NMEA 0183 compatible Y Y
Maps & Memory:

Basemap: Preloaded worldwide basemap ¢ v
Ability to add maps: Yes v v
Built-in memory: 4GB v v
Accepts data cards: Yes (microSD™ card 32G) v v
Waypoints/favorites/locations: 3000 v v
Routes: 200 ® 8
Track log: 400 ® 8

GPS Performance:

GPS accuracy:

3-7m (GPS/GLONASS);

1-3m (GPS with SBAS)'

Features:

Automatic routing:

Yes (with optional mapping for detailed roads)

Electronic compass:

Yes

Barometric altimeter: Yes ® x
Thermometer: Yes v x
Geocaching-friendly: Yes 8 8
Custom maps compatible: Yes \ Y
Outdoor GPS games: Yes v v
Hunt/fish calendar: Yes Z 2
Sun and moon information: Yes v v
Area calculation: Area and Perimeter Calculation 8 v
Custom POls : Yes v v
Google data compatible: Yes v v
AVG: Yes v v
Calculator: Yes v v
Military grid reference system coordinates: Support v v

Standard Accessories:

Optional Accessories:

NAVA Pro F78/F70 GPS device

Vehicle charger

Li-ion battery

Micro SD Card

AC power adapter

Carrying Case

User Manual

Carabiner Clip

USB Cable

Neck Landyard

Inspection Card

CcD

\

T WAAS available in North America only, EGNOS available in Europe only, GAGAN available in India only, and MSAS available in Japan only.
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* Specifications subject to change without notice.
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